





Some Examples of Shear Localization in
Continuum Mechanics

Reza Malek Madani
U.S. Naval Academy

I will describe the formulation of localized shear solutions in three models: a) simple
shearing of a plastic material, b) motion of a lubricant in elasto-hydro-dynamics, and

c¢) formation of wing-cracks in ice. I will also describe an abstract stability theorem and
its connnection to the steady-state solutions of the above models.



Microstructural Evolution in
Shear Band Formation

Marc André Meyers
Department of Applied Mechanics and
Engineering Sciences
University of California, San Diego

Abstract

Work conducted by author and co-workers over the past ten years on shear-band
formation is reviewed [1-9] with emphasis on microstructural aspects. Shear-band
configurations in low-carbon (AISI 1018 and 8620) steels, medium-carbon (VAR 4340)
steel, high carbon (AISI 1090) steel, titanium and titanium alloys, and copper are
described. Two basic experimental approaches have been used: (a) impact experiments
[1-6], in which no control of the formation of shear bands can be obtained, but which
display a wide range of phenomenology; and (b) controlled shear experiments using a
compressional Hopkinson (Kolsky) bar [7-9]. Observations by optical microscopy (up to
a magnification of 1,000) do not reveal any significant textures inside the bands, and
transmission electron microscopy is an essential tool to develop an understanding of the
microstructure within the shear band. These observations reveal a very fine grain size
(0.02 to 0.2 pum), and a relatively low dislocation density. For copper [7,8], the regions
adjoining the shear band consist of elongated subgrains which gradually break down at
the shear band core. These major microstructural changes are suggestive of dynamic
recovery and/or recrystallization processes within a shear band. A detailed knowledge of
the evolution of the microstructure during high strain, high strain rate, deformation under
adiabatic or quasi-adiabatic conditions is a very important component of the modeling of
shear-band formation.

A second aspect of shear-band formation that is of utmost importance and has been
virtually ignored by researchers is the propagation of the band tip. One can envisage the
shear band as a Mode II or III crack and should study its advance [3]. A preliminary
treatment using the finite element method has been developed by Kuriyama and Meyers

3]

The propagation of shear bands is also complicated by factors such as bifurcation; this
aspect has herefore not been investigated.

The initiation of shear-band formation within the material is triggered by microstructural
or thermal fluctuations, and a few examples are:

*Rotation (texture) softening
*Microbands

*Dislocation pile-up avalanches
*Second-phase particles

*Ludens band-yield drop
*Dislocation (substructural) softening



The last stages in shear-band formation are coalescence with other shear bands, and
cooling and fracture by a ductile or brittle mode along the bands. This leads to the
fragmentation of the material.

In summary, the four stages of formation of shear bands that should be investigated are:

1. Initiation

2. Propagation

3. Bifurcation and coalescence
4. "Freeze-up" and fracture
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Analysis of the Formation of Adiabatic Shear Bands
by the Shadow Optical Method of Caustics

J. F. Kalthoff
Experimental Mechanics
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Abstract

A technique is described for generating failure by either fracture processes or adiabatic
shear bands from shear impacted cracks or notches by varying the loading rate. The
technique allows for generating macroscopic adiabatic shear bands in the laboratory by
applying modest impact velocities in the range of 30 m/s to 100 m/s only. The shadow
optical method of caustics in combination with high speed photography is used to
quantify the stress strain concentration rates that are obtained in experiments with
specimens made from an epoxy resin and high strength steels. The physical principles of
the caustic technique and in particular its application for analyzing dynamic failure
phenomena are presented. The damage behavior observed in series of experiments with
systematic variation of the local loading rate are presented and discussed with respect to
the size of the damage, damage orientation, damage appearance, and the energy
absorption associated with the varying failure mechanisms. An outline of a simple
continuum mechanics concept for quantitatively describing failure by adiabatic shear
bands is given.



SHEAR BANDS AS DISCONTINUITIES

W. Edward Olmstead
Northwestern University

Shear bands which are observed in high-strength metals are typically only
about ten micros in thickness. This relative smallness compared to the size
of the material sample suggests treating the shear band as a surface of
discontinuity. A consistent approach utilizing this concept is developed for
the basic one-dimensional theory.

Representing the shear band as a surface of discontinuity implies a jump
in both the velocity and temperature gradient across this surface. The
continuity of stress and temperature across the shear band are maintained, as
well as the inherent symmetry of the problem. This description appears to be
entirely compatible with experimental results.

Describing the shear band as a surface of discontinuity allows for a
significant simplification of the mathematical problem which is analogous to
the treatment of flame fronts in combustion. Using this approach, equations
for the temporal evolution of temperature and stress in the shear band are

derived.



Analysis of models describing
adiabatic shear bands

Athanasios E. Tzavaras
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Abstract

One of the most striking manifestations of instability in solid mechanics is the lo-
calization of shear strain into narrow bands during high speed, plastic deformations of
metals. According to one theory, the formation of shear bands is attributed to effective
strain-softening response, which results at high strain rates as the combined outcome of the
influence of thermal softening on the, normally, strain-hardening response of metals. Our
objective is to review some of the insight offered by nonlinear analysis techniques on simple
models of nonlinear partial differential equations simulating this scenario for instability.
First, we take up a simple system, intended as a paradigm, that describes isothermal shear
deformations of a material exhibiting strain softening and strain-rate sensitivity. As it
turns out, for moderate amounts of strain softening, strain-rate sensitivity exerts a dissi-
pative effect and stabilizes the motion. However, once a threshold is exceeded, the response
becomes unstable and shear strain localization can occur. Next, we present extensions of
these results to situations where explicit thermal effects, through the energy equation, are
taken into account.



Numerical Experiments
on
Adiabatic Shear Band Formation

in
One Dimension

John W. Walter Jr.
US Army Ballistic Research Laboratory
Aberdeen Proving Ground, Maryland 21005-5066

Adiabatic shear band formation in an elastic, thermo-visco-plastic, simple material
is studied in the context of unidirectional shearing of an infinite slab. The effect of
varying the thermal softening behavior of the material on localization strain and post-
localization morphology is studied for a rigid, perfectly-plastic material; the material
parameters are appropriate for a high-strength steel. In this case it is demonstrated
that localization of the strain rate can be transient. A coupling between linear-elastic
response and the basic thermo-visco-plastic localization mechanism is explored in
the absence of strain hardening. Lastly, the flow law is modified to include strain
hardening in order to simulate a high-rate torsion test on OFHC copper. In this
case localization is initiated by thermal boundary layer diffusion. When a flow law of
simple “over-stress” type (specifically that of Johnson and Cook [1]) is employed the
solution takes on a complex, apparently nonperiodic, post-localization morphology
quite different from that in the perfectly-plastic cases. This may be due, in part, to
the fact that this sort of low law does not account for dynamic recovery processes
which occur due to the very large strains and high temperatures experienced during
shear band formation. Consequently, the same problem is simulated using the MTS
flow law [2], which does account for dynamic recovery, and substantially different
post-localization behavior is observed.

[1] Gordon R. Johnson and W. H. Cook. A constitutive model and data for metals
subjected to large strains, high strain rates, and high temperatures. In Proceedings
of the Seventh International Symposium on Ballistics, pages 541-548, The Hague,
The Netherlands, April 1983.

[2] Paul S. Follansbee and U. F. Kocks. A constitutive description of the deforma-
tion of copper based on the use of the mechanical threshold stress as an internal
variable. 36(1):81-93, 1988.



Asymptotic Analysis of Adiabatic Shear Bands

Thomas W. Wright
Ballistic Research Laboratory
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Abstract

Over the last ten or twelve years, there has been renewed interest in developing the
mathematical theory of adiabatic shear bands. One major theme has been to make a clear
distinction between instability and localization. The former refers to incipient growth of
inhomogeneities; the latter refers to a dramatic narrowing of the deformation zone,
accompanied by a sharp loss of shear strength and an increase of strain rate and
temperature in the band. Localization can occur significantly later than instability due to
heat conduction and strain rate effects. The rapid transients at localization are then
followed by a final phase associated with a fully formed band.

A second major theme has been to elucidate the role of various nondimensional groups of
physical parameters. Inertia can often be ignored in problems with finite domain, but not
in those with infinite domain. Thermal conductivity tends to stabilize the material, or to
retard localization if the stability threshold is exceeded, and plays a major role in
determining the post localization morphology. Strain rate sensitivity retards the
formation of shear bands, but does not prevent singularities in the solution (i.e., regularize
the equations) in the absence of thermal conductivity. Elasticity is relatively unimportant
before localization. Thermal softening is the essential ingredient for localization, and
often only the initial rate of softening plays a major role before localization. Throughout,
work hardening is a major complication in the analysis since it introduces an extra degree
of freedom into problem.
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